RIPoLIN

CIABATTA DIVIDERS - SPIN

- St/st construction (frame and carters)

- Strong aluminium shoulders 15 mm thick grant stability and precision to the divider and to the moulders

- Computer touch screen 250 programs with automatic control of the weight and of the production per hour
(only for touch-screen version)

- 4 cylinders divider, adjustable sheeting thickness (6 - 20 mm) and electronic speed variation

Cylinders width: 165 mm (165/4), 240 mm (240/4), 300 mm (300/4)

Large capacity feeding belt: 13 Kg (165/4), 19 Kg (240/4), 24 Kg (300/4)

- Flour sprinkler over the rolling cylinders

- Anti-clogging feeler roller for delicate handling of the dough

- Belt to collect pieces

- 4 wheels (2 with brake)

- Easily interchangeable knives (optional)

- With electronic speed variation for different cutting lengths
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EBEr GO S Weight of dough Production Power Voltage
n° g pezzi/ora kw V/~/Hz
1 150800 9001700 1,0 400/3N~/50
2 85+300 1800+3460 1,0 400/3N~/50
SPIN 165/4 3 60195 27005000 1,0 400/3N~/50
4 50+150 3500-+7000 1,0 400/3N~/50
5 30+90 3500-+7000 1,0 400/3N~/50
1 2151160 9001700 1,0 400/3N~/50
2 120+430 1800+3460 1,0 400/3N~/50
SPIN 240/4 3 85+280 2700-+-5000 1,0 400/3N~/50
4 70215 3500-+-7000 1,0 400/3N~/50
5 40+130 3500-+7000 1,0 400/3N~/50
1 270+1450 900+1700 1,0 400/3N~/50
2 150+540 18003460 1,0 400/3N~/50
SPIN 300/4 3 105+350 27005000 1,0 400/3N~/50
4 90270 3500-+-7000 1,0 400/3N~/50
5 50165 3500--7000 1,0 400/3N~/50
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